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Technical data

HX 901 VO-S

Tandem rollers Series HX
Tandem roller with vibration and oscillation drum

HIGHLIGHTS
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Compaction with oscillation

Intelligent water sprinkler system

Operating concept Easy Drive

Innovative cabin concept for optimal visibility and high comfort
Digital ready
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TECHNICAL DATA HX 90i VO-S (H299)

2 x water pumps | Folding scraper | Easy Drive operating concept | ECO
mode | Cup holder | Viewing pane, front and rear | Water filter system (3-

Diesel engine

|
|
Operating weight with cab Ilt)% 2(‘:"'51782 i Speed, infinitely variable I;qrr;)/rl: 801%[;
| .0-6.
Empty weight without cab, kg 8475 | Regulation, infinitely variable HAMMTRONIC
without ROPS Ibs 18,687 i . ) )
! G[)adeablllty, with/without % 43/48
’ ’ kg 12190 | vibration
| ibration
Axle load, front/rear Eg 104 %%%03575 i Hz 42/50
S i i ! Vibration frequency, front, I/II vpm 2.520/3,000
Axle load for max. operating kg 4440/7750 i
weight, front/rear Ibs 9,790/17,089 i Amplitude, front, I/II l”fllr:ﬂ %gg;oo?g
I kg/cm 28,95/28,02 |
Static linear load, front/rear : : 7 !
! Ibs/in 162.1/156.9 | : kN 84,13/77,77
. - esiiont ; Centrifugal force, front, I/1I Ibs 18,929/17.498
rench classification, !
value/class 227N T ! Oscillation
: : : i
 Oscilation force,rear o 39420
Total length mm 4448 1
J n 175.1 i Theor. oscillation force, rear Ikb': ;(318451(1)
! .
Total height with cab mm 2l i
J 0] 116.7 ! Oscillation frequency, rear vg; 231’?50
Height loading, min. mm 2170 |
g 9 n 85.4 i Tangential amplitude, rear r?';'n 1022
' mm 3250 ! .
|
I 2 o
Total width with cab mm 17263 ! Swing angle +/- 4
. |
- 2050 ! Steering, type All-wheel, analogue
. . . |
Maximum working width i 120.1 i Water-sprinkling system
Ground clearance, center rTrT 1310% i Water sprinkling, type Pressure
) | Tank capacity/filling capacity
Curb clearance, left/right mm 055/653 i L 160
in 25.8/25.8 ! Fuel tank, capacity Gal 423
. C mm 3000 1 :
Turning radius, inside in 118.1 | AdBlue/SCR reducing agent L 20
Loumamensions [ v i
Drum dimensions i
i Water tank, capacity L 810
Drum width, front/rear nlwrr]n 16668?;162810 i Gal 214.0
B | Sound level
. mm 1200/1200 !
Drum diameter, front/rear i 47.2/47.2 } Sound Ft)OV\éer level L(WA), db(A) 106
w guarantee
) mm 17/20 i
Drum thickness, front/rear in 0.7/0.8 i Sound power level L(WA),
- db(A) 105
5 . P— < — ! representative measurement
rum type, fron mooth/spli !
Drum type, rear Smooth/non-split i
|
Track offset, left/right rTrT 15?578 i EQUIPMENT
|
|
|
Manufacturer DEUTZ i fold) | Central water outlet | Camera system | Working spotlights
Model TCD 3.6 L4 !
Cylinders, quantity 4 3
! OPTIONAL EQUIPMENT
Power ISO 14396, kW/PS/rpm 74,4/101,2/2200 !
Power SAE 1349, kW/HP/rpm 74,4/99,7/2200 i
Exhaust emission standard EU Stage V/ EPA Tier 4 i
|
Exhaust gas after-treatment DOC-DPF-SCR i
i
|

WIRTGEN AMERICA + 6030 Dana Way * Antioch, TN 37013 « Phone +1 615-501-0600 * Fax +1 615-501-0691 « info.america@wirtgen-group.com * www.wirtgen-
group.com/america

HAMM AG * Hammstr. 1 « D-95643 Tirschenreuth « Tel +49 9631 80-0 * Fax +49 9631 80-111 « www.hamm.eu
Further data on request/subject to change Illustrations may contain optional features.© Hamm AG 2023 - 3049557 en-US V11 HAM M



